Component specification Loudspeaker

SH3016P-01B Index B LS
1. General

Operating temperature: -40°C to +85°C component weight [g]: 10

Storage temperature: -40°C to +85°C

Contact: PIN housing color: black

Packageing: tray IP rating:

ESD conform

RoHs conform: yes

Remark: voice coil 0.055 Cu (golden color); with label, with improved PCB

2. Electrical and acoustical specification

Description Condition Value

Impedance Z [ ] measured at 2kHz 16 + 10%

Frequency range [Hz] 1000 - 4000

Rated power [W] 0.8

Maximum power [W] 1

Buzz & rattle must be normal at 1.5V sine wave

SPL see next page

dimensions without tolerance: scale:
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Frequency | Min SPL | Max SPL
Hz /dBA /dBA
720 87 97
750 87 97
900 87 97
1000 95 105
1600 90 100
1900 90 100
2000 90 100

[dB re 20u Pa]
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11 | Connect wire Cuand PVC
10 Plugboard Epoxy and Cu
9 Pin Cud1.0 (plating Sn)
11 8 Yoke sPCC
X = 7 PCB Epoxy and Cu(plating Sn)
6 Frame Plastic MPPO+20%GF
ey 5 | Magnet Nd-Fe-B N35H
4 | Voice Coil ©0.055 Cu
3 Piece SPCC, 6=0.6mm
2 Diaphragm PEI 8=0.05mm
1 Housing Plastic MPPO+20%GF
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