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part-no. version
resonant 

frequency

resonant 

impendance

static 

capacitance

max. operating 

voltage
metal disc material

(kHz) (Ω) (nF) Vp-p metal disc ceramic disc eletrode total thickness metal thickness

PE 1120 -01 9±1 3000 12±30% 20 11 8 7 0.15 0.1 Brass

PE 1120 -02 6.5±0.5 300 16±30% 20 11.2 8.9 8 0.12 0.05 42-Alloy

PE 1220 6.5±0.5 300 16±30% 20 12 10 8.5 0.12 0.05 42-Alloy

PE 1320 -01 6.5±0.5 500 12±30% 20 13 9 8 0.19 0.1 Brass

PE 1320 -02 4.7±0.5 500 15±30% 20 13.8 13.1 12 0.2 0.1 42-Alloy

PE 1420 4.2±0.5 500 20±30% 20 14.2 12 11 0.2 0.1 42-Alloy

PE 1530 -01 4.1±0.5 500 8±30% 30 15 8.4 7 0.23 0.1 Brass

PE 1530 -02 5.3±0.5 300 15.5 ±30% 30 15 12 10.5 0.15 0.05 42-Alloy

PE 1530 -03 6.0±0.5 350 10±30% 30 15 10 9 0.22 0.1 Brass

PE 1530 -04 6.6±0.5 400 14±30% 30 15 11 10 0.2 0.1 Brass

PE 2040 -01 2.0±0.5 300 90±30% 40 20 15 13.8 0.1 0.05 Brass

PE 2040 -02 3.9±0.5 400 20±30% 40 20 15 13.8 0.25 0.12 Brass

PE 2040 -03 4.5±0.5 500 24±30% 40 20 15 13.8 0.28 0.15 Brass

PE 2150 3.4±0.5 100 126±30% 50 21 19.7 18.5 0.27 0.1

PE 2240 -01 3.5±0.5 1500 10±30% 40 22.75 14.8 13.6 0.25 0.1 Stainless Steel

PE 2240 -02 3.5±0.5 1500 10±30% 40 22.75 14.8 13.6 0.25 0.1 Stainless Steel

PE 2340 3.7±0.5 300 38±30% 40 23 20 18.8 0.25 0.1 Stainless Steel

PE 2750 -01 2.3±0.5 500 45±30% 50 27 20 18.8 0.2 0.1 Brass

PE 2750 -02 2.3-2.6 300 45±10% 50 27 20 18.8 0.22 0.1 Brass

PE 2750 -03 3.5±0.5 500 40±30% 50 27 20 18.8 0.37 0.2 Brass

PE 2750 -04 4.0±0.5 1500 24±30% 50 27 20 18.8 0.4 0.2 Brass

PE 2750 -05 4.3±0.5 500 20±30% 50 27 21 19.8 0.45 0.25 Brass

PE 2850 2.7±0.5 3000 40±30% 50 28 20 18.8 0.33 0.2 Brass

PE 3135 1.3±0.5 500 50±20% 35 31 20 18.8 0.2 0.1 Brass

PE 31100 -01 2.9±0.5 600 40±30% 100 31.75 25 23.4 0.38 0.15 Stainless Steel

PE 31100 -02 3±0.5 500 30±30% 100 31.7 25 23.4 0.4 0.15 Stainless Steel

PE 31100 -03 3.5±0.5 600 3.5±30% 100 31.75 25 23.4 0.38 0.15 Stainless Steel

PE 3560 1.5±0.2 300 40±30% 60 35 25 23.4 0.4 0.2 42-Alloy

PE 35100 2.9±0.5 200 30±30% 100 35 25 23.4 0.53 0.25 Stainless Steel

PE 34100 -01 2.9±0.5 300 35±30% 100 34.7 25 23.4 0.5 0.3 Stainless Steel

PE 34100 -02 3.1±0.5 250
M-G26±30%                                  

F-G3.5±30%
100 34.7 25 23.4 0.55 0.25 Stainless Steel

PE 35100 -01 3.1±0.5 300 35±30% 100 35 25 23.4 0.53 0.35 Stainless Steel

dimensions (mm)
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PE 35100 -02 3.2±0.5 250
M-G30±30%                               

F-G5±30%
100 35 25 23.4 0.6 0.35 Stainless Steel

PE 35100 -03 3.3±0.5 3000 60±30% 100 35 25 23.4 0.55 0.35 Stainless Steel

PE 35100 -04 2.6±0.5 200 33±30% 100 35 25 23.4 0.47 0.25 Brass

PE 35100 -05 2.9±0.5 250
M-G23±30%                       

F-G1.7±30%
100 35 25 23.4 0.53 0.25 Brass

PE 35100 -06 3.1±0.5 250
M-G27±30%                          

F-G1.7±30%
100 35 25 23.4 0.6 0.35 Brass

PE 35100 -07 3.8±0.5 250
M-G20±30%                     

F-G3.5±30%
100 35 25 23.4 0.82 0.45 Stainless Steel

PE 3960 0.4±0.15 300 600±35% 60 39 25 23.4 0.15 0.05 42-Alloy

PE 39100 2.5±0.2 300 25±30% 100 39 25 23.4 0.7 0.4 Brass

PE 4180 -01 1.1±0.3 300 70±20% 80 41 25 23.4 0.25 0.13 Brass

PE 4180 -02 1.2±0.3 300 70±20% 80 41 25 23.4 0.3 0.15 Brass

PE 4280 1.3±0.2 300 65±30% 80 42.8 29 27.4 0.34 0.18 Brass

PE 4780 0.7±0.2 1500 120±30% 80 47 25 23.4 0.28 0.14 Brass

PE 50100 -01 1.2～1.5 1000 40±30% 100 50 30 28.4 0.4 0.15 Stainless Steel

PE 50100 -02 1.5～1.8 1000 40±30% 100 50 30 28.4 0.6 0.3 Stainless Steel

PE 50100 -03 2.95～3.35 300 50±30% 100 50 25 23.4 0.36 0.2 Stainless Steel

PE 50100 -04 0.87±0.25 3000 40±30% 100 50 25 23.4 0.44 0.2 Brass

PE 50100 -05 2.7±0.3 250 35±30% 100 50 35 33.4 1.1 0.5 Brass

PE 50100 -06 2.7±0.3 250
M-G18±30%                       

F-G0.7±30%
100 50 35 33.4 1.06 0.53 Brass

PE 50100 -07 3±0.5 350 40±30% 100 50 25 23.4 0.45 0.2 Brass

PE 55100 3±0.5 350 40±30% 100 55 25 23.4 0.45 0.22 Stainless Steel


